
x 2
M 6 x 14

x 2

x 8 x 8

XL3 400 - 800 - 4000

0 202 44/45/46/48/49 - 0 209 52/53/54/55/56

F
34

59
C

1/4

x 2
M 6 x 14

x 2

x 8 x 8

NH 000 - 125 A

NH 00 - 160 A

XL3 400 0 202 44 0 203 35

0 209 53 0 209 63XL3 800
XL3 4000

XL3 400 0 202 44 0 203 36

0 209 53 0 209 64
XL3 800
XL3 4000

05/13-01 - WP



2

NH 1 - 250 A

NH 2 - 400 A, NH 3 - 630 A

x 4 x 4x 2
M 6 x 14

x 2

XL3 400 0 202 46  —

0 209 55

—

0 209 56

 0 203 38

0 209 67XL3 800
XL3 4000

NH 2 NH 3 NH 2 NH 3

x 2
M 6 x 14

x 2 x 8 x 8

XL3 400 0 202 45

0 209 54

 0 203 37

0 209 66XL3 800
XL3 4000



L

30

5

3

NH 000 -    125 A, NH 00 - 160 A

NH 00 - 160 ANH 000 - 125 A

 XL3 400 L = 460 mm

XL3 400 0 202 48  0 203 35 6 052 46 XL3 400 0 202 48  0 203 366 052 46

x 4 x 4

1/4

x 2
M 6 x 14

x 2

1 2

3 4



4

NH 000 - 125 A, NH 00 - 160 A

1/4

x 2
M 6 x 14

x 2

1 2

x 4
M 6 x 14

x 4

L

10

30

3 4

 XL3 800 L = 496 mm

 XL3 4000 L = 496 mm

0 209 52 6 052 46 0 209 63
XL3 800
XL3 4000

0 209 52 6 052 46 0 209 64
XL3 800
XL3 4000

NH 000 - 125 A NH 00 - 160 A



5

NH 00 - 160 A

1/4

x 2
M 6 x 14

x 2
x 4

M 6 x 14
x 4

160 A + DIAZED

1 2

x 4
M 6 x 14

x 4

L

10

30

3 4

 XL3 800 L = 496 mm

 XL3 4000 L = 496 mm

0 209 52 6 052 46 0 209 64
XL3 800
XL3 4000

NH 00 - 160 A



NH 1 - 250 A, NH 2 - 400 A, NH 3 - 630 A

1/4

x 2
M 6 x 14

x 2 x 4
M 6 x 14

x 4

630 A

250 A
400 A

1 2

x 4
M 6 x 14

x 4

L

10

30

3 4

XL3 400 0 202 49  0 203 37

0 209 52

6 052 46 6 052 46

0 209 66
XL3 800
XL3 4000

XL3 400 0 202 49 0 203 38

0 209 52 0 209 67
XL3 800
XL3 4000

 — —

NH 2 NH 3 NH 2 NH 3

NH 1 - 250 A NH 2 - 400 A, NH 3 - 630 A

 XL3 400 L = 410 mm

 XL3 800 L = 496 mm

 XL3 4000 L = 496 mm


