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Protection of  photovoltaic installations p. 990 058 28 0 058 48

 Pack Cat.Nos For industrial cylindrical cartridge fuses 
type aM or gG

   Conform to standard IEC 60269-2 
Isolators conform to IEC 60947-3 
Icc: 
- 20 kA with 8.5 x 31.5 cartridge fuse 
- 100 kA with 10 x 38 cartridge fuse 
Fuse not supplied (p. 80)

   Single pole
    Cartridge dimensions Voltage Number 

 (mm)  of modules
 10 0 058 061  8.5 x 32 400 V± 1
 10 0 058 08  10 x 38 500 V± 1

   Single pole + neutral
 10 0 058 161  8.5 x 32 400 V± 1
 10 0 058 18  10 x 38 500 V± 1

   2-pole
 5 0 058 261  8.5 x 32 400 V± 2
 5 0 058 28  10 x 38 500 V± 2

   3-pole
 3 0 058 361  8.5 x 32 400 V± 3
 3 0 058 38  10 x 38 500 V± 3

   3-pole + neutral
 2 0 058 461  8.5 x 32 400 V± 4
 2 0 058 48  10 x 38 500 V± 4

   Accessories

 10 0 057 90 Blow-out indicator 250 V±
    

Blow-out

 1 � ��� �� %ARLY BREAK .�/ � .�# CONTACT AUXILIARY 
indicator

 
5 A - 250 V± (0.5 module) 

 2 0 044 44 Sealable screw cover (4 separable poles)

 Sealable  
 screw cover

0 043 83

 Conform to standard IEC 60669-1 
Breaking capacity AC 22 A according to IEC 60947-3

 Pack Cat.Nos Changeover switches

   Two-way - 250 V±
    Nominal rating Connection Number 

 (A)  of modules

 10 0 043 82  20  1

   Double two-way - 400 V±

 5 0 043 83  20  2

   Two-way with centre point - 250 V±

 10 0 043 85  20  1

   Double two-way with centre point - 400 V±

 5 0 043 86  20  2

0 058 06

1: Previously 8.5 x 31.5

Dimensions see e-catalogue

Dimensions see e-catalogue

For detailed dimensions,  
see e-catalogue


