
Valena™
STD 1 - STD 1L - STD 1 IP44 - STD 2 - STD 2E - STD 2T - STD 2TE - STD 2 IP44 - STD 3 - STD 5
STD 5L - STD 5T - STD 5TE - STD 6 - STD 6E - STD 6L - STD 6LE - STD 6T - STD 6/2 - STD 6/2L
STD 6/2 IP44 - STD 6 IP44 - STD 7 - STD 7L - STD 7 IP44 - STD 1P - STD 1P IP44 - STD 1PL
STD 1PLE - STD 6PC - STD 1+6 - STD 1+6P - STD 6P + 6P
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STD 1L - 6L - 6LE - 6T - 7LSTD 1 - 1P - 6 - 6E - 7 STD 2 - 2 E

STD 3STD 2T - 2TE

STD 5T

STD 5L - 5TE - 6/2L

STD 1PL - 1PLE

STD 1PLE

STD 1 IP44 - 1P IP44 - 6 IP44 - 7 IP44 STD 1P

STD 6PC STD 1+6 - 1+6P

STD 1 - 1L- 1 IP44 - 2 - 2T- 2 IP44 - 5 - 5L-5T - 5TE - 6 
6L- 6T- 6/2 - 6/2L - 6/2 IP44 - 6 IP44 - 7 - 7L - 7 IP44

STD 1P- 1P IP44 - 1PL
1+6 - 1+6P- 6PC - 6P+ 6P
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STD 2E - 2TE

6E - 6LE

10 AX 400 V

STD 3 STD 1PLE

STD 2 IP44

STD 5 - 6/2 - 6P+6P

STD 6/2 IP44

16 AX 250 V 10 AX 250 V 10 A 250 V 10 A 12 V

200 W max. 100 W max.100 W max.
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